
METAL LATH STRUCTURALLY
ATTACHED TO FRAMING

ONE LAYER OF WATER-RESISTIVE VAPOR-
PERMEABLE BARRIER w/ A PERFORMANCE
AT LEAST EQUIVALENT TO GRADE D 
BUILDING PAPER

WOOD OR LIGHT
GAUGE METAL STUDS

SCALE: 3” = 1’ - 0”

OX SIS WALL SHEATHING- 3 COAT 
STANDARD STUCCO SYSTEM

WEEP SCREED AT BASE OF WALL PER
MANUFACTURER’S RECOMMENDATIONS

FLOOR & FOUNDATION SYSTEM

2X TREATED WOOD SILL PLATE

STRAIGHT FLASHING

OX STYROFOAM SIS OR
ISO RED ci POLYISOCYANURATE RIGID
INSULATION FOAM SHEATHING-RUN 
CONTINUOUSLY OVER STUD FRAMING
INSTALL DOW 2-7/8” WEATHERMATE OR
APPROVED CONSTRUCTION TAPE OVER ALL
SHEATHING JOINTS OR INSTALL OTHER 
APPROVED WRBs AS REQUIRED.
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TRADITIONAL 3 HARD-COAT STUCCO
INSTALLED IN ACCORDANCE WITH THE 
MANUFACTURER’S OR THE PORTLAND 
CEMENT ASSOC. (PCA), RECOMMENDATIONS 
MANUFACTURER’S WITH THE MOST 
RESISTIVE CONTROLLING

SCALE: 3”=1’- 0”

OX-IS WALL SHEATHING - 3 COAT
STANDARD STUCCO SYSTEM

Traditional 3 hard-coat stucco
installed in accordance with the
manufacturer’s or the Portland
Cement Assoc. (PCA), recommendations
manufacturer’s with the most resistive 
controlling

Metal lath structurally 
attached to framing

One layer of water-resistive vapor-
permeable barrier w/a performance
at least equivalent to grade D building
paper

Wood or light guage 
metal studs

2x treated wood sill plate

Floor and foundation system

Weep screed at base of wall per 
manufacturer’s recommendations

Straight flashing

OX-IS Insulated Sheathing or ISO RED CI 
Polyisocyanurate rigid insulation foam 
sheathing-run continuously over stud 
framing install Ox 2 7/8” seam or 2 7/8” 
Commercial Seam Tape over all sheathing 
joints or install other approved WRBs as required. 


